Department of Transportation

Aberdeen Region Office
West Highway 12

Connecting South Dakota and the Nation PO Box 1767

Aberdeen, South Dakota 57402-1767
Phone: 605/626-2244

FAX: 605/626-7875

TO: Prospective Bidders

The DOT-123 form provided within the proposal document is for information
only. Do not use for bidding purposes. Bids submitted on the enclosed
DOT-123 form will be considered void and will not be accepted by the
department.

Please contact the Aberdeen Region office for a DOT-123 form that can be
used for bidding purposes.

Please email your requests for a DOT123 form to:

Scott.Schneider@state.sd.us and Karen.Hoven@state.sd.us

Those prospective bidders emailing a requesting for a DOT123 form must
provide the following information so that the SDDOT can maintain a list of
prospective bidders for this project.

Company Name
Mailing Address
Phone Number


mailto:Scott.Schneider@state.sd.us
mailto:Karen.Hoven@state.sd.us

Department of Transportation

Aberdeen Region Office
West Highway 12

Connecting South Dakota and the Nation PO Box 1767

Aberdeen, South Dakota 57402-1767
Phone: 605/626-2244

FAX: 605/626-7875

September 2, 2008

Re: P 6608(02), PCN iOzf
Deuel County
Down Spout Restoration

Gentlemen:
Enclosed are Plans and Proposal for the above referenced project.

In completing your bid for this work, complete sections "ESTIMATE OF QUANTITIES AND
COSTS", "PROPOSED START DATE" and "CONTRACTOR'S PROPOSAL STATEMENT" of the
SD DOT CONTRACT PROPOSAL. Have the completed form notarized and place it in an
envelope with "PROPOSAL FOR HIGHWAY WORK" and PROJECT NUMBER written on the
outside and submit to:

Mailing Addressing for US Postal Service Delivery Address for Couriers (UPS,
FedEXx)

DEPARTMENT OF TRANSPORTATION DEPARTMENT OF TRANSPORTATION

MR. JEFF SENST, PE MR. JEFF SENST, PE

ABERDEEN REGION ENGINEER ABERDEEN REGION ENGINEER

PO BOX 1767 2735 WEST US HIGHWAY 12

ABERDEEN, SOUTH DAKOTA 57402-1767 ABERDEEN, SOUTH DAKOTA 57401

Sealed bids will be accepted until 1:30 PM Tuesday, September 16, 2008 and will be opened at
that time in the Aberdeen Region Office, West Highway 12, Aberdeen, South Dakota.

Bidders are reminded that a bid bond will not be required, however, the successful contractor will
be required to furnish a Performance Bond or Cashiers Check in the contract amount.; also a
Certificate of Insurance, if not currently on file with the Department of Transportation, prior to
beginning work on the project. The contract award is subject to verification of the Contractor
Excise Tax License.

Should you have questions you are encouraged to contact Area Engineer Ron Sherman,
PO Box 1446, Watertown, SD 57201-1446; Telephone (605)882-5166, Fax (605)882-5117.

A summary of bids will be mailed to all bidders. The Department of Transportation reserves the
right to reject any and/or all bids.

Sincerely,

DEPARTMENT OF TRANSPORTATION

Jeff Senst, P.E.
Aberdeen Region Engineer
cc: Humphrey Hansen Knofczynski R. Sherman File



NOTICE TO ALL BIDDERS

TO REPORT BID RIGGING ACTIVITIES, CALL: 1-800-424-9071

THE U.S. DEPARTMENT OF TRANSPORTATION (DOT) OPERATES THE ABOVE TOLL-FREE
‘HOTLINE” MONDAY THROUGH FRIDAY, 8:00 A.M. TO 5:00 P.M., EASTERN TIME. ANYONE WITH
KNOWLEDGE OF POSSIBLE BID RIGGING, BIDDER COLLUSION, OR OTHER FRAUDULENT
ACTIVITIES SHOULD USE THE “HOTLINE” TO REPORT SUCH ACTIVITIES.

THE “HOTLINE” IS PART OF THE DOT’S CONTINUING EFFORT TO IDENTIFY AND INVESTIGATE
HIGHWAY CONSTRUCTION CONTRACT FRAUD AND ABUSE AND IS OPERATED UNDER THE
DIRECTION OF THE DOT INSPECTOR GENERAL.

ALL INFORMATION WILL BE TREATED CONFIDENTIALLY AND CALLER ANONYMITY WILL BE
RESPECTED.

|
Prequalification of Bidders

In accordance with current bidding procedures, Administrative Rules 70:07:02, a bidder must be prequalified
prior to bidding on state highway construction projects, unless his bid is less than $100,000. Contractors may
apply for prequalification by fully completing and executing a Prequalification Statement on forms furnished by
the Department. Such application must be sent to the Classification and Rating Committee at the Becker-
Hansen Building, 700 East Broadway, Pierre, SD 57501 at least fourteen (14) days prior to the day of the letting.
This form is available on line at http://www.sddot.com/pub.asp and is Form DOT-144-Contractor's
Prequalification Form.

Requests to add work types are considered a new questionnaire submission, and must meet the 14-day
requirement.

A line of credit submitted to increase bidding capacity must be received by the committee before 4:00 p.m. of
the last working day of the week preceding the letting. If the Legislature or the Governor declares the afternoon
of the last working day of the week preceding the letting to be a holiday, the request must be received before
11:00 a.m. of the last working day. This form is available on line at http://www.sddot.com/pub.asp and is Form
DOT-144A-Contractor's Line of Credit Form.

Upon approval by the Committee, said Qualification shall be in force for not more than eighteen (18) months
from the date of the balance sheet submitted.

To request a prequalification application, please contact:

Finance Office or Bid Letting Office
Becker-Hansen Building Becker-Hansen Building
700 East Broadway 700 East Broadway
Pierre, SD 57501 Pierre, SD 57501

Phone: (605) 773-3284 Phone: (605) 773-3184

In lieu of prequalification for bids of $100,000 or more for informal lettings an Experience Questionnaire may be completed.
This form is available online at http://Awww.sddot.com/pe/projdev/docs/ExperienceQuestionnaire.pdf. This form cannot
replace prequalification for projects utilizing the SD Electronic Bidding System (SDEBS) software.

Further information is also available on the SDDOT Web site at http://www.sddot.com/pe/projdev/bidlet.asp.

Additional projects let by the Regional Offices of the SDDOT may be found on the internet at
http://www.sddot.com/pe/projdev/bidlet lettings regional.asp



http://legis.state.sd.us/rules/rules/7007.htm#70:07:02
http://www.sddot.com/pub.cfm
http://www.sddot.com/pub.cfm

SOUTH DAKOTA DEPARTMENT OF TRANSPORTATION DOI5-/1025?;

CONTRACT PROPOSAL 10f 1

END
in'nance

PROJECT MAINT | CONTROL BEGIN
PRE iOUTE‘ AGR REFERENCE FUNCTION

CITY AND/OMECO unty’
FINALS ENGINEER REVIEW REQUIRED: (] YES NO FY2009
REGION MATERIALS CERTIFICATION REQUIRED: YES [ ] NO
CERTIFIED INSPECTORS/TESTERS REQUIRED: (] YES NO
TO BE INSTALLED ON CM&P: YES [ ] NO

TYPE, PURPOSE AND LOCATION OF WORK: Work consists of removing and resetting a 24" CMP downspout

and end section to theMitch flow!ilil® Determining if debris (trees) vggreMuried in the ROW

o, Remove and asfp O R MK Y A T E O Y i I I\
v _ _ . v '

2\
[
O

S T ARND COST

BID ITEM

NUMBER ITEM QUANTITY | UNIT | UNIT PRICE AMOUNT
009E 0010 Mobilization Lump Sum | LS
009E 0800 General Laborer 1 Hr
110E 7500 Remove Pipe for Reset 42 Ft
110E 7510 Remove Pipe End Section for Reset 2 Ea
120E 0010 Unclassified Excavation 100 Cuyd
120E 0600 Contractor Furnished Borrow 100 CuYd
230E 0100 Remove and Replace Topsoil Lump Sum | LS
450E 9000 Reset Pipe 42 Ft
450E 9001 Reset Pipe End Section 2 Ea
634E 0120 Traffic Control, Miscellaneous Lump Sum | LS

TOTAL

CONTRACTOR’S PROPOSAL STATEMENT
The undersigned does hereby agree to furnish the labor and/or material in the quantities, at the unit price, for the purpose, in
the place and in accordance with attached provisions upon approval of this Proposal by the State Transportation Commission.

This document becomes the Contract when signed by the Contracior and a Departpent oLTrans ortation Representative.
The Mioggrees Vi CHBGES iRaC aaceith th esganspith DEakilitigs N g h nt
agree g o cerflic ushnce Wio ng r ility cd I( flhe per
the ¢ edIt® of th&*S taf®ard fi n Roafs aM®Brifiges.
PROPOSED START DATE OVERALL COMPLETION DATE 14-Nov-08
SUBSCRIBED AND SWORN TO BEFORE ME THE SIGNATURE

DAY OF , 20 COMPANY

ADDRESS

NOTARY - My Commission Expires MBER
m

RECOMMENDED FOR APPROVAL:

CONSTRUCTION & MAINTENANCE ENGINEER DATE
REGION ENGINEER DATE DIRECTOR OF OPERATIONS DATE
APPROVED FOR THE TRANSPORTATION COMMISSION
NAME TITLE DATE
APPROVED as per Federal Highway Stewardship Provisions this day of ,20_

PROJECT DEVELOPMENT ENGINEER



BIDDER MUST EXECUTE THE FOLLOWING:
PARTICIPATION BY MINORITY CONTRACTORS

Utilization of Minority Business Enterprises Clauses

PROJECT(S): _P 6608(02) PCN i0zf

COUNTY(IES): Deuel

1.

The Contractor agrees to use his best efforts to carry out this policy in the award of his subcontracts to the fullest
extent consistent with the efficient performance of his contract. As used in this contract, ‘Minority Business
Enterprise’ or ‘MBE’ means a small business concern, as defined pursuant to section 3 of the Small Business Act
and implementing regulations, which is owned and controlled by one or more minorities or women. ‘Owned and
controlled’ means a business: (a) Which is at least 51 per centum owned by one or more minorities or women or,
in the case of publicly owned business, at least 51 per centum of the stock of which is owned by one or more
minorities or women; and (b) Whose management and daily business operations are controlled by one or more
such individuals. ‘Minority’ means a person who is a citizen or lawful permanent resident of the United States
and who is: (a) Black (a person having origins in any of the black racial groups of Africa); (b) Hispanic (a person
of Spanish or Portuguese culture with origins in Mexico, South or Central America or the Caribbean Islands,
regardless of race); (c) Asian American (a person having origins in any of the original peoples of the Far East,
Southeast Asia, the Indian subcontinent, or the Pacific Islands); or (d) American Indian and Alaskan Native (a
person having origins in any of the original peoples of North America); (e) Members of other groups, or other
individuals, found to be economically and socially disadvantaged by the Small Business Administration under
section 8(a) of the Small Business Act, as amended. Contractors may rely on written representatives by
subcontractors regarding their status as minority business enterprise in lieu of an independent investigation.

The Contractor agrees to establish and conduct a program which will enable minority business enterprise to be
considered fairly as subcontractors and suppliers under this contract. In this connection the Contractor shall . . .

(@) Designate a liaison officer who will administer the Contractor’s minority business enterprises program.

(b) Provide adequate and timely consideration of the potentialities of known minority business enterprises in all
“make-or-buy” decisions.

(c) Ensure that known minority business enterprises will have an equitable opportunity to compete for
subcontracts, particularly by arranging solicitations, time for the preparation of bids, quantities, specifications and
delivery schedules so as to facilitate the participation of minority business enterprises.

(d) Maintain records showing (1) procedures which have been adopted to comply with the policies set forth in
this clause, including the establishment of a source list of minority business enterprises, (2) awards to minority
business enterprises on the source list, and (3) specific efforts to identify and award contracts to minority
business enterprises.

(e) Include the “Utilization of Minority Business Enterprises Clause” in subcontracts which offer substantial
minority business enterprises subcontracting opportunities.

(f) Cooperate with the State’s Contracting Officer in any studies and surveys of the Contractor’'s minority
business enterprises procedures and practices that the State’s Contracting Officer may from time to time
conduct.

(g) Submit periodic reports of subcontracting to known minority business enterprises with respect to the records
referred to in subparagraph (d) above, in such form and manner and at such time (not more often than quarterly)
as the State’s Contracting Officer may prescribe.

The Contractor further agrees to insert in any subcontract hereunder provisions which shall conform substantially
to the language of this clause, including this paragraph 3 and to notify the State’s Contracting Officer of the
names of such subcontractors.

The bidder hereby certifies that should he at any time decide to subcontract a portion of the work, he will take
affirmative action to seek out and consider minority business enterprises as potential subcontractors. He further
certifies that he will maintain records showing the contacts made with potential minority business enterprises
subcontractors and the results of such contacts.

Name of Company (print or type) Date

By

Signature of Company Official Title



BIDDER MUST EXECUTE THE FOLLOWING:

STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

CONTRACTOR'S AFFIDAVIT / DECLARATION

PROJECT(S):__P 6608(02) PCN i0zf

COUNTY(IES): Deuel

(an individual)
(a partnership)
(a corporation)

do hereby certify that I, We or any owner or partner holding a controlling interest, director or officer of the bidder;
principal investigator, project director or other position involved in management of the project for which this bid is
submitted, have not directly or indirectly, entered into any agreement, participated in any collusion, or otherwise taken
any action in restraint of free competitive bidding in connection with the contract for the project, and that within the last
3 years none of the above have been suspended, debarred, voluntarily excluded or determined ineligible by any
federal or state agency, been indicted, convicted, or had a civil judgment rendered against any of the above or the
business entity described herein by a court of competent jurisdiction in any matter involving fraud or official misconduct
for which we are currently under suspension or debarment. Nor is a proposed suspension or debarment pending
against any of the above for any of the above listed reasons.

* k k%
COMPLETE SIGNATURE BLOCK A. or B. BELOW:
A. (an individual)
Signed (a partnership)
(a corporation)
By
Title
County of )
):SS
State of )
Subscribed and sworn to before me this day of , 20
(SEAL)
Notary Public My Commission Expires
* k k%
B. Under the penalty of perjury under the laws of the United States, | hereby certify that the above statement is

true and correct.
(an individual)
Signed (a partnership)
(a corporation)

By

Title




REV. 10/2007

PROJECT(S):_P 6608(02) PCN i0zf

COUNTY(IES): Deuel

TYPE OF WORK: DOWNSPOUT RESTORATION

THE FOLLOWING ITEMS ARE INCLUDED IN THIS PROPOSAL FORM:

Plans for Project — Sheets 1 thru 7.

Excerpts from Administrative Rules Regarding Differing Site Conditions, Provided for Informational
Purposes, dated June 10, 1997.
Special Provision for Fuel Cost Adjustment, dated 7/13/06.
Special Provision for Suspension of Work, dated 2/13/04
Standard Title VI Assurance, dated 1/15/04.
Special Provision For Implementation of Clean Air Act & Federal Water Pollution Control Act,
dated 9/1/97.
Special Provision Regarding Minimum Wage on State Funded Projects, dated 7/24/08.
Wage and Hour Division US Department of Labor Washington DC.
- US Dept. of Labor Decision Number SD080009, dated 8/1/08.
Supplemental Specification for Errata, dated 11/15/06.
Supplemental Specification to Standard Specifications for Roads and Bridges, dated 11/7/07.
Special Provision Regarding Price Schedule for Miscellaneous Items, dated 9/3/08.

* k k%



STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

EXCERPTS FROM ADMINISTRATIVE RULES REGARDING
DIFFERING SITE CONDITIONS PROVIDED FOR INFORMATIONAL PURPOSES

June 10, 1997

70:01:05.01:01. Definitions. Words used in this chapter have the following meaning.

(6) “Differing site condition,” a subsurface or latent physical condition encountered on the project which differs
materially from that indicated in the contract or an unknown physical condition of an unusual nature which differs
materially from that ordinarily encountered and generally recognized as inherent in the work provided for in the
contract.

70:01:05.01:02. Examination of plans, specifications, special provisions, and site of work.  The bidder shall
examine the project site, proposal, plans, specifications, supplemental specifications, special provisions, and
contract form for the work contemplated. The submission of a proposal is considered conclusive evidence that
the bidder has investigated the conditions to be encountered, the character, quality, and quantities of work to be
performed, and the materials to be furnished, according to all contract documents.

The Department is not contractually bound by any statement or representation concerning conditions made by
any of its employees or agents prior to the execution of the contract, unless they are included in the proposal
form, plans, specifications, supplemental specifications, special provisions, or related contract documents.

Boring logs and other records of subsurface investigations are available for inspection by bidders. Such
information was obtained for and is intended for state design and estimating purposes. The Department does not
guarantee the accuracy of the information. It is made available in order that all bidders may have access to
identical subsurface information available to the Department. It is not intended as a substitute for personal
investigation, interpretations or judgment of the bidders.

A bidder shall request any explanation he desires regarding the meaning or interpretation of the proposal form,
plans, and specifications in sufficient time to allow a reply to reach all bidders before submission of their bid
proposal. The Department shall make an interpretation in the form of an addendum to the proposal form and shall
furnish it to all prospective bidders by certified letter, or return receipt by FAX, before the time set for opening of
proposals. Oral explanations or instructions given before the award of the contract are not binding on the
Department.

70:01:05.01:02.01. Differing site conditions. If a differing site condition is encountered at the project by the
Department during the progress of the work, the engineer shall immediately notify the contractor in writing of the
specific differing condition before it is disturbed and before affected work is performed. If a differing site condition
is encountered at the project by the contractor, the contractor shall immediately notify the engineer in writing of the
specific differing condition before it is disturbed and before affected work is performed.

After discovering a differing site condition and notifying the contractor or after being notified by the contractor of a
differing site condition, the engineer shall investigate the condition. If the engineer determines that the condition
materially differs and causes an increase or decrease in the cost or time required for the performance of any work
under the contract, the engineer shall make an adjustment, excluding loss of anticipated profits, and modify the
contract in writing accordingly. The engineer shall notify the contractor of his determination whether or not an
adjustment of the contract is warranted.

A contract adjustment which results in a benefit to the contractor may not be allowed unless the contractor has
provided the required written notice.

A contract adjustment may not be allowed under this section for any effects caused on unchanged work.

This section does not apply to material sources shown on the plans and as defined in Section 6 of the Standard
Specifications for Roads and Bridges, most recent edition.

* k% % %
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STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

SPECIAL PROVISION
FOR
FUEL COST ADJUSTMENT

JULY 13, 2006

Delete Section 9.12 of the Standard Specifications for Roads and Bridges and
replace with the following:

General

Compensation adjustments for motor fuels and burner fuels consumed in prosecuting the
contract shall be determined by the Engineer in accordance with the provisions set forth
herein.

Compensation adjustments will be assessed for the cost of the motor fuels and burner
fuels whenever the Current Fuel Index (CFI) is outside the range of 85 percent to 115
percent of the Base Fuel Index (BFI). Compensation adjustments for burner fuel will
only be made when asphalt concrete bid items are paid for on the estimate.

The Contractor is not required to notify the Department at the time of submitting bids
whether he will or will not participate in the fuel cost adjustment program. Prior to
execution of the contract, the successful bidder shall submit the Fuel Adjustment
Affidavit - Form DOT-208 to the Department.

Determination of whether to participate in the Fuel Adjustment program is the decision of
the Prime Contractor. If the Prime Contractor decides not to participate, or if he has a
fixed fuel cost for any of the fuel types, no compensation adjustments will be made for
the subcontractors by the Department. The Fuel Adjustment Affidavit shall include the
anticipated fuel cost of subcontractors, if the Prime Contractor chooses to participate in
the fuel cost adjustment program. If compensation adjustments are made, the prime
contractor shall ensure that all subcontractors including second and lower tier, are
included in the adjustments in proportion to the percentage of work and anticipated fuel
cost by that subcontractor.

Each week the Department will record the average wholesale price for No. 2 fuel oil
(diesel), regular unleaded gasoline, and propane (LPG), Freight On Board (FOB) South
Dakota terminals, as listed in the “Oil Price Information Service” (OPI1S) publication.



The BFI price for motor fuels and burner fuel to be used in the contract will be the
average of the recorded wholesale fuel prices for the four most recent weekly reporting
periods prior to the week of the bid letting.

The CFI price for motor fuels and burner fuel to be used for each progress payment will
be the average for the recorded wholesale fuel prices for the four most recent weekly
reporting periods available at the time when the progress payment is prepared.

Burner fuel adjustment will use the BFI and CFI as determined for No. 2 fuel oil (diesel),
except when the contractor lists the burner fuel as propane (LPG) on Form DOT-208,
Fuel Adjustment Affidavit. In that case, the BFI and CFl will be as determined for
propane (LPG).

Compensation adjustments will not be assessed for fuel items which the contractor has
obtained a fixed fuel cost, or if the contractor elects not to participate in fuel adjustments
on Form DOT-208, Fuel Adjustment Affidavit. Fixed fuel costs are defined as a fuel cost
that has been set and will remain the same for the entire length of the contract.

Compensation adjustments made in accordance with these provisions may be made on
progress payments without a prior approved Construction Change Order.

Fuel Cost Percentage Change

The biweekly change in fuel cost percentage will be determined by Equation 1 as
follows:

Equation 1

Change(x.y.) = (CFI (v~ BFl gy, Z)j

BFl (x,y,2)

(x) = Motor Fuel (Diesel)
v) = Motor Fuel (Unleaded)
(2) = Burner Fuel

Percent change in the respective fuel price compared to the
Base Fuel Index Price set for the contract.

Change,y, 2)

CFlw.y, 2) = Current Fuel Index Price for the respective fuel type ($3).
BFlx,y, 2 = Base Fuel Index Price for the respective fuel type ($3).
Contract Fuel Percentage

For the purpose of determining fuel cost adjustment, a percent of contract will be

determined for Motor Fuel (Diesel), and Motor Fuel (Unleaded) based on the original

-2-



contract prices. Burner Fuel will be adjusted based on the original contract prices of the
plant mix asphalt concrete pavement bid items.

The percent of the contract will remain the same throughout the length of the contract.
No changes to this percentage will be allowed for any reason. The sum of the individual
fuel costs shall not exceed 15% of the Original Contract Cost. The percent of the
contract will be determined by Equation 2 as follows:

Equation 2

Affidavit Cost(x,y,2)
Original Contract Cost(x, y, 2)

% Contract,y,z) = [ j x 100

(x) = Motor Fuel (Diesel)

(y) = Motor Fuel (Unleaded)

(2 = Burner Fuel

% Contracty,y.) = Percent of contract for each respective fuel item.

Affidavit Cost.y,») = Cost from Fuel Adjustment Affidavit (Form DOT-
208)

Original Contract Cost,y) = Total of the original contract bid cost excluding lane

rental, and Part B of the bid (when A+B bidding is
used), if applicable ($$).

Original Contract Cost, = Total original contract cost for all plant mix asphalt
concrete pavement bid items combined, excluding
bid items for asphalt binder, hydrated lime, sawing
and sealing joints, compaction samples, etc. Only
bid items measured by the Ton will be included in
the calculation.

Compensation Adjustment

The compensation adjustments will be determined for Motor Fuel (diesel), Motor Fuel
(Unleaded), and Burner Fuel separately. The calculation will be based on the current
Engineer’s pay estimate, the percent of the contract for each of the respective fuel items,
and the portion of the Current Fuel Index price that falls outside the 85 to 115 percent
range of the Base Fuel Index price.

When the “Change, y, »” from Equation 1 is greater than 15%, Equation 3 will be used to
determine the compensation adjustment for each item as follows:



Equation 3

% Contract(x, y,2)

FCA(X, y.z) =

(x)
v)
(2)
FCA(xy.2)

% Contractx,y,y)

Estimate Cost(xy)

Estimate Cost(,

Change.y.2)

100

x Estimate Cost(x,y.2) X (Changey,2) — 0.15)

Motor Fuel (Diesel)
Motor Fuel (Unleaded)
Burner Fuel

Fuel Cost Adjustment for the respective fuel item
for the current Engineer’s estimate ($$).

Percent of contract for each respective fuel item
(from Equation 2).

Amount to be paid on the biweekly pay estimate
excluding all pay adjustments made for incentive,
disincentive, price adjustments, pay factor
adjustments, liquidated damages, and royalties.

Amount to be paid on the biweekly pay estimate for
all plant mix asphalt concrete pavement bid items
combined, excluding bid items for asphalt binder,
hydrated lime, sawing and sealing joints,
compaction samples, all pay adjustments made for
incentive, disincentive, price adjustments, pay
factor adjustments, liquidated damages, and
royalties. Only asphalt concrete bid items measured
by the Ton will be included in the calculation.

Change in the respective fuel price compared to the
Base Fuel Index price (from Equationl).

When the “Changey” from Equation 1 is less than -15%, the Equation 4 will be used
to determine the compensation adjustment for each item.

Equation 4

% Contract(x, y, 2)

FCA(X, y.z) =

(x)
)
(2)

100

x Estimate Cost(x,y.2) X (Change .y, ) + 0.15)

Motor Fuel (Diesel)
Motor Fuel (Unleaded)
Burner Fuel



FCA(X1y1 Z)

% Contractx,y,»)

Estimate Cost(yy)

Estimate Cost(,

Changey.z)

Payment

Fuel Cost Adjustment for the respective fuel item
for the current Engineer’s estimate ($$).

Percent of contract for each respective fuel item
(from Equation 2).

Amount to be paid on the biweekly pay estimate
excluding all pay adjustments made for incentive,
disincentive, price adjustments, pay factor
adjustments, liquidated damages, and royalties.

Amount to be paid on the biweekly pay estimate for
all plant mix asphalt concrete pavement bid items
combined, excluding bid items for asphalt binder,
hydrated lime, sawing and sealing joints,
compaction samples, all pay adjustments made for
incentive, disincentive, price adjustments, pay
factor adjustments, liquidated damages and
royalties. Only asphalt concrete bid items measured
by the Ton will be included in the calculation.

Change in the respective fuel price compared to the
Base Fuel Index price (from Equationl).

Adjustments will be determined by the Engineer on biweekly progress payments based
on when the completed work is paid for, not when the work is completed. Adjustments
will be made by utilizing the following lump sum line items: Motor Fuel Cost
Adjustment, Diesel; Motor Fuel Cost Adjustment, Unleaded; Burner Fuel Cost
Adjustment, Propane; and Burner Fuel Cost Adjustment, Diesel.

* k* k k%

For informational purposes, Form DOT-208 follows in Attachment A.



Attachment A
DOT-208
(05/07)
FUEL ADJUSTMENT AFFIDAVIT

Project Number
PCN
County

The Contractor is not required to notify the Department at the time of submitting bids whether he will or
will not participate in the fuel cost adjustment program The Fuel Adjustment Affidavit shall include the
anticipated fuel cost of subcontractors.

Does your company elect to participate in a fuel adjustment for this contract for the fuels that do not have a
fixed price? No adjustments in fuel prices will be made if “No” is checked.

[] vYes [ ] No

If yes, provide the total dollars for each of the applicable fuels. No adjustments in fuel price will be made
for the fuel types that are left blank or completed with a $0.00 value.

Diesel (x) $

Unleaded (y) $

Burner Fuel (z) $ Type of Burner Fuel Used:

Sum (x+y+2z2)=$

Note: The sum of the X, y, and z may not exceed 15% of the original contract amount.
The following must be completed regardless of whether the Contractor elects to participate in the fuel
adjustment affidavit

Under the penalty of law for perjury or falsification, the undersigned, ,
(Printed Name)

of ,
(Title) (Contractor)

hereby certifies that the documentation is submitted in good faith, that the information provided is accurate
and complete to the best of their knowledge and belief, and that the monetary amount identified accurately
reflects the cost for fuel, and that they are duly authorized to certify the above documentation on behalf of

the company.

| hereby agree that the Department or its authorized representative shall have the right to examine and copy
all Contractor records, documents, work sheets, bid sheets, and other data pertinent to the justification of
the fuel costs shown above.

Dated Signature

Notarization is required only when the Contractor elects to participate in the fuel adjustment affidavit

Subscribed and sworn before me this day of , 20

Notary Public My Commission Expires



STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

SPECIAL PROVISON
FOR
SUSPENSION OF WORK

FEBRUARY 13, 2004

The following shall apply when suspension of the work is ordered by the Engineer.

If the performance of all or any portion of the work is suspended or delayed by the Engineer in
writing for an unreasonable period of time (not originally anticipated, customary, or inherent to
the construction industry) and the Contractor believes that additional compensation and/ or
contract time is due as a result of such suspension or delay, the Contractor shall submit to the
Engineer in writing a request for adjustment within 7 calendar days of receipt of the notice to
resume work. The request shall set forth the reasons and support for such adjustment.

Upon receipt, the Engineer will evaluate the contractor's request in accordance with Section
5.17 and/or Section 8.6 of the Standard Specifications. If the Engineer agrees that the cost
and/or time required for the performance of the contract has increased as a result of such
suspension and the suspension was caused by conditions beyond the control of and not the
fault of the Contractor, its suppliers, or subcontractors at any approved tier, and not caused by
weather, the Engineer will make an adjustment (excluding profit) and modify the contract in
writing accordingly. The Contractor will be notified of the Engineer's determination whether or
not an adjustment of the contract is warranted.

No contract adjustment will be allowed unless the Contractor has submitted the request for
adjustment within the time prescribed.

No contract adjustment will be allowed under this clause to the extent that performance would

have been suspended or delayed by any other cause, or for which an adjustment is provided or
excluded under any other term or condition of this contract.

*kkkk
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STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

SPECIAL PROVISON
FOR
STANDARD TITLE VI ASSURANCE

JANUARY 15, 2004

TITLE VI — NONDISCRIMINATION:

During the performance of this contract, the contractor, for itself, its assignees and successors in interest (hereinafter
referred to as the “Contractor”) agrees as follows:

@)

)

3)

(4)

()

(6)

Compliance with Regulations: The contractor shall comply with the Regulations relative to nondiscrimination in

Federally or State assisted programs of the South Dakota Department of Transportation, Title 49, Code of
Federal Regulations, Part 21, as they may be amended (hereinafter referred to as the “Regulations”),
incorporated by reference and made a part of this contract.

Nondiscrimination: The contractor, with regard to the work performed by it during the contract, shall not

discriminate on the grounds of race, color, religion, national origin, sex, age or disability in the selection and
retention of subcontractors, including procurements of materials and leases of equipment. The contractor
shall not participate either directly or indirectly in the discrimination prohibited by section 21.5 of the
Regulations, including employment practices when the contract covers a program set forth in Appendix B of
the Regulations.

Solicitations for Subcontracts, Including Procurements of Materials and Equipment: In all solicitations either by

competitive bidding or negotiation made by the contractor for work to be performed under a subcontract,
including procurements of materials or leases of equipment, each potential subcontractor or supplier shall be
notified by the contractor of the contractor’s obligations under this contract and the Regulations relative to
nondiscrimination on the grounds of race, color, religion, national original, sex, age or disability.

Information and Reports: The contractor shall provide all information and reports required by the Regulations,

or directives issued pursuant thereto, and shall permit access to its books, records, accounts, other sources of
information, and its facilities as may be determined by the South Dakota Department of Transportation or the
Federal Highway Administration to be pertinent to ascertain compliance with such Regulations or directives.
Where any information required of a contractor is in the exclusive possession of another who fails or refuses
to furnish this information, the contractor shall so certify to the South Dakota Department of Transportation, or
the Federal Highway Administration as appropriate, and shall set forth what efforts it has made to obtain this
information.

Sanctions for Noncompliance: In the event of the contractor's noncompliance with the nondiscrimination

provisions of this contract, the South Dakota Department of Transportation shall impose such contract
sanctions as it or the Federal Highway Administration may determine to be appropriate, including but not
limited to:

(a) withholding of payments to the contractor under the contract until the contractor complies, and/or
(b) cancellation, termination or suspension of the contract, in whole or in part.

Incorporation of Provisions: The contractor shall include the provisions of paragraphs (1) through (6) in every

subcontract, including procurements of materials and leases of equipment, unless exempt by the Regulations,
or directives pursuant thereto. The contractor shall take such action with respect to any subcontract or
procurement as the South Dakota Department of Transportation or the Federal Highway Administration may
direct as a means of enforcing such provisions including sanctions for non-compliance. Provided, however,
that, in the event of a contractor becomes involved in, or is threatened with, litigation with a subcontractor or
supplier as a result of such direction, the contractor may request the South Dakota Department of
Transportation to enter into such litigation to protect the interest of the State, and, in addition, the contractor

may request the United States to enter such litigation to protect the interests of the United States.
* k k%
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STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

SPECIAL PROVISION FOR
IMPLEMENTATION OF CLEAN AIR ACT
AND
FEDERAL WATER POLLUTION CONTROL ACT

SEPTEMBER 1, 1997

By signing this bid, the bidder will be deemed to have stipulated as follows:

a) That any facility to be utilized in the performance of this contract, unless such

b)

contract is exempt under the Clean Air Act, as amended (42 U.S.C. 1857 et seq.,
as amended by Pub. L. 91-604), and under the Federal Water Pollution Control
Act, as amended (33 U.S.C. 1251 et seq., as amended by Pub. L. 92-500),
Executive Order 11738, and regulations in implementation thereof (40 CFR, Part
15), is not listed on the U.S. Environmental Protection Agency (EPA) List of
Violating Facilities pursuant to 40 CFR 15.20.

That the State Transportation Department shall be promptly notified prior to
contract award of the receipt by the bidder of any communication from the
Director, Office of Federal Activities, EPA, indicating that a facility to be utilized for
the contract is under consideration to be listed on the EPA List of Violating
Facilities.

* k* % %
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STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

SPECIAL PROVISION REGARDING
MINIMUM WAGE ON STATE FUNDED PROJECTS

JULY 24, 2008

This proposal contains the most recent Davis-Bacon Prevailing Wage Rates established
by the U.S. Department of Labor (US DOL) and adopted by the South Dakota
Transportation Commission.

If the amount of this contract, as awarded, is $100,000.00 or more, the following wage
provisions shall become applicable:

1. The Contractor and each subcontractor shall pay their employees not less
than the U.S. DOL minimum wage for the county the work is performed, for
each job classification grouping such employees actually perform at the site
of work.

2. Each week that any contract work is performed, the Contractor and each
subcontractor shall furnish the South Dakota Department of Transportation
Labor Compliance Officer (LCO) a certified payroll of wages paid to each of
its employees to the address below. The submitted payrolls shall set out
accurately and completely all information required by, and in a form
acceptable to, the LCO as described in the Instructions for SDDOT Statement
of Compliance & Certified Payroll Report. A link to the website for the
instructions will be provided at the preconstruction meeting.

Department of Transportation
Labor Compliance Program
700 E. Broadway Avenue.
Pierre, SD 57501-2586

3. Payrolls and basic records relating thereto shall be maintained by the
Contractor and each subcontractor during the course of the work and be
preserved for a period of three (3) years from the date of completion of the
contract for all laborers, mechanics, apprentices, trainees, watchmen, and
guards working at the site of the work. The Contractor or subcontractor shall
make such records available for inspection, copying, or transcription by the
LCO and shall permit his or her representatives to interview employees during
working hours on the job.



4.

In the event the Contractor fails to pay any laborer or mechanic, including any
apprentice, trainee, or helper, employed or working on the site of the work, all
or part of the wages required by the contract, the LCO may, after written
notice to the Contractor, take such action as may be necessary to cause the
suspension of any further payment, advance, or guarantee of funds until such

violations have ceased.

* *x k% * %



Wage and Hour Division
U.S. Department of Labor
200 Constitution Avenue, N.W.
Washington, DC 20210
Davis-Bacon Act Wage Decisions
State: South Dakota
Construction Types: Heavy and Highway

Agency:
CONTRACTORS MUST PAY AT LEAST THE HIGHEST WAGE Decision NL?mbe};:
FOR THE JOB CLASS ATTENDING THE COUNTY IN WHICH Counties:
THE WORK IS PERFORMED.
Date:
LABORERS
GROUP GL1

Air Tool Operator; Common Laborer; Landscape Worker; Flagger; Pilot Car Driver;
Trucks under 26,000 GVW; Blue-top Checker; Materials Checker

GROUP GL2
Mechanic Tender (Helper); Pipe Layer (except culvert); Form Builder Tender;
Special Surface Finish Applicator; Striping

GROUP GL3
Asphalt Plant Tender; Pile Driver Leadsman; Form Setter; Oiler/Greaser

GROUP GL5

Carpenter; Form Builder

GROUP GL6

Concrete Finisher; Painter; Grade Checker

POWER EQUIPMENT OPERATORS
GROUP GO01

Concrete Paving Cure Machine; Concrete Paving Joint Sealer; Conveyor; Tractor (farm
type with attachments); Self Propelled Broom; Concrete Routing Machine; Paver Feeder; Pugmill

GROUP GO02
Bull Dozer 80 HP or less; Front End Loader 1.25 CY or less; Self Propelled Roller (except
Hot Mix); Sheepsfoot/50Ton Pneumatic Roller; Pneumatic Tired Tractor or Crawler
(includes Water Wagon and Power Spray units); Wagon Drill; Air Trac; Truck Type Auger;
Concrete Paving Saw

GROUP GO03
Asphalt Distributor; Bull Dozer over 80 HP; Concrete Paving Finishing Machine; Backhoes/
Excavators 20 tons or less; Crusher (may include internal screening plant); Front End
Loader over 1.25 CY; Rough Motor Grader; Self Propelled Hot Mix Roller; Push Tractor;
Euclid or Dumpster; Material Spreader

GROUP G04
Asphalt Paving Machine Screed; Asphalt Paving Machine; Cranes/Derricks/Draglines/Pile
Drivers/Shovels 30 to 50 tons; Backhoes/Excavators 21 to 40 tons; Maintenance Mechanic;
Scrapers

GROUP GO05
Asphalt Plant; Concrete Batch Plant; Backhoes/Excavators over 40 Tons; Cranes/
Derricks/Draglines/Pile Drivers/Shovels over 50 tons; Heavy Duty Mechanic; Finish
Motor Grader; Automatic Fine Grader; Milling Machine; Certified Welder

TRUCK DRIVERS

GROUP GT1
Tandem Truck without trailer or pup; Single Axle Truck over 26,000 GVW with Trailer

GROUP GT2

Semi-Tractor and Trailer; Tandem Truck with Pup

ELECTRICIANS

GROUP EO1
Electrician

* SUSD2008-001

U.S. DOL U.S. DOL
SD080009 SD080009

All except: Minnehaha
Minn, Penn. Pennington

& Lincoln Co's Lincoln Co's
08/01/2008 08/01/2008
Rates Fringes Rates Fringes
14.12 0.00 14.19 0.00
15.75 0.00 15.79 0.00
17.50 0.00 17.47 0.00
20.53 0.00 20.44 0.00
19.58 0.00 19.41 0.00
14.98 0.00 15.19 0.00
16.57 0.00 16.58 0.00
18.18 0.00 18.09 0.00
18.63 0.00 18.62 0.00
20.92 0.00 20.88 0.00
14.57 0.00 14.75 0.00
17.15 0.00 17.22 0.00
20.25 0.00 20.29 0.00

* In the listing above, the “SU” means that rates listed do not reflect collectively bargained wage and fringe benefit rates.

A COPY OF THIS DOCUMENT, COLORED NEON GREEN, MUST BE CONSPICUOUSLY POSTED AT THE PROJECT SITE




08/01/2008 Page 2 of 2
Wage and Hour Division
U.S. Department of Labor
200 Constitution Avenue, N.W.
Washington, DC 20210

Davis-Bacon Act Wage Decisions
State: South Dakota
Construction Types: Heavy and Highway

WELDERS - Receive rate prescribed for craft performing operation to which welding is incidental.

Unlisted classifications needed for work not included within the scope of the classifications listed may be added after award, pursuant to
29 CFR 5.5(a)(1)(ii); contractors are responsible for requesting SDDOT to secure necessary additional classifications.

For SDDOT Defined Work Classifications, please visit: http://www.sddot.com/labor_dwc.asp

In the listing above, the "SU" designation means that rates listed under the identifier do not reflect collectively bargained wage and
fringe benefit rates. Other designations indicate unions whose rates have been determined to be prevailing.

WAGE DETERMINATION APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can be:
e an existing published wage determination
a survey underlying a wage determination
a Wage and Hour Division letter setting forth a position on a wage determination matter
a conformance (additional classification and rate)

ruling on survey related matters, initial contact, including requests for summaries of surveys, should be with the Wage and
our Regional Office for the area in which the survey was conducted because those Regional Offices have responsibility
for the Davis-Bacon survey program. If the response from this initial contact is not satisfactory, then the process described
in 2.) and 3.) should be followed.

With regard to any other matter not yet ripe for the formal process described here, initial contact should be with the Branch of
Construction Wage Determinations. Write to:

Branch of Construction Wage Determinations
Wage and Hour Division

U.S. Department of Labor

200 Constitution Avenue, N.W.

Washington, DC 20210

2.) If the answer to the question in 1.) is yes, then an interested party (those affected by the action) can request review and
reconsideration from the Wage and Hour Administrator (See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:

Wage and Hour Administrator
U.S. Department of Labor

200 Constitution Avenue, N.W.
Washington, DC 20210

The request should be accompanied by a full statement of the interested party's position and by any information (wage payment data,
Project description, area practice material, etc.) that the requestor considers relevant to the issue.

3.) If the decision of the Administrator is not favorable, an interested party may appeal directly to the Administrative Review Board
(formerly the Wage Appeals Board). Write to:

Administrative Review Board
U.S. Department of Labor
200 Constitution Avenue, N.W.
Washington, DC 20210
4.) All decisions by the Administrative Review Board are final.

END OF GENERAL DECISION



STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

SUPPLEMENTAL SPECIFICATION FOR
ERRATA

NOVEMBER 15, 2006

MAKE THE INDICATED CORRECTIONS TO THE FOLLOWING SPECIFIED SECTIONS:
Section 9.12 — Page 66 — Delete the third paragraph and replace with the following:

The Current Fuel Price Index price shall be the average of the recorded wholesale fuel prices for the
four most recent weekly reporting periods.

The Base Fuel Index price for motor fuels and for heating and drying fuels to be used on the project
shall be the average of the four most recent weekly reporting periods prior to the week of the letting.

Section 491.5 A, B, C, D, E — Page 290 — Add the following to the end of the first sentence of each of
these sections:
“(square meter).”

Section 629.4 C — Page 351 — Replace the first sentence with the following:

“Remove Three Cable Guardrail will be measured to the nearest foot (0.1 meter) along the centerline
of the cable.”

Section 629.4 D — Page 351 — Replace the first sentence with the following:
“Removal of Anchor Assembly will be measured by the each.”

Section 630.3 D — Page 354 — Replace the fourth sentence with the following:
“The drawings shall contain all components of the W beam end terminal.”

Section 634.2 — Page 371 — Replace the second paragraph with the following:

“Traffic control devices shall meet the crashworthy requirements of the National Cooperative
Highway Research Program Report 350 (NCHRP 350) for Category I, 11 and 111 devices.”

Section 635.3 L — Page 383 — Delete and replace with the following:

L. Luminaires: Luminaires shall be adjusted on the support so the laminar sets level as indicated by
a small bubble level. Bolts shall be firmly tightened.

Section 635.4 K — Page 385 — Delete and replace with the following:

K. Luminaires: Measurement will be by the actual count of the various types and sizes of luminaires
furnished and installed.

14 Supplemental Specificaton for Errata revised 11-15-06.doc Page 1 of 2
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Section 635.5 K — Page 387 — Delete and replace with the following:

K. Luminaires: Payment for luminaires of the various types and sizes will be at their respective
contract unit prices per each. Payment will be full compensation for furnishing and installing
luminaires.

Section 984.3 H — Page 504 — Replace the first paragraph with the following:

“Temporary road markers shall consist of a yellow or white plastic body providing a horizontal width

and length of approximately 3 %2 inches (90 mm) in both dimensions and approximately % inches (20

mm) high. If flexible vertical markers are used they shall be approximately 4 inches (100 mm) wide

and approximately 2 inches (50 mm) high.”

Index — Page 532 — Under Portland Cement Concrete Pavement — Delete “Dowel and Tie Bars...517”
and replace with the following:

DOWEL AN I BaIS. .. ettt it ettt e e e e e e e e e et e e et e e e s 519

* Kk Kk k *k
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STATE OF SOUTH DAKOTA
DEPARTMENT OF TRANSPORTATION

SUPPLEMENTAL SPECIFICATION TO
STANDARD SPECIFICATIONS FOR ROADS AND BRIDGES

NOVEMBER 7, 2007

All items included in this supplemental specification will govern over the Errata.

MAKE THE INDICATED CHANGES TO THE FOLLOWING SPECIFIED SECTIONS:

Section 2.6 D — Page 11 — Delete and replace with the following:
D. PCN

Section 5.6 — Page 24 — Delete the last sentence of the eighth paragraph and replace with the following:
South Dakota One Call phone number is 1-800-781-7474 or 811 within the State of South Dakota.

Section 5.10 — Page 27 — Add the following sentence to this section:
Neither the Department’s authority to inspect all work nor any actual inspections performed by the Department during
the course of construction shall constitute an acceptance of work performed, or operate to relieve the Contractor of its
obligation to construct the project in compliance with the plans and specifications.

Section 5.17 — Page 29 — Delete the first paragraph and replace with the following:

5.17 CLAIMS FOR ADJUSTMENT AND DISPUTES - If the Contractor deems that additional compensation is
warranted for work or materials not covered in the Contract and not ordered as extra work as defined herein, the
Contractor shall give the Area Engineer written notice of the claim for additional compensation.

Section 5.17 — Page 29 — Delete the fourth paragraph and replace with the following:

Under no circumstances will a claim be considered if written notification is made more than 30 days after the
final payment is made.

Section 5.17 — Page 30 — Delete the sixth and seventh paragraphs and replace with the following two paragraphs:

The Contractor hereby agrees to waive any claim for additional compensation if timely written notification is not
furnished and the Area Engineer is not provided the opportunity to keep account of or determine costs, to
incorporate alternate methods of accomplishing the disputed work or to otherwise resolve the claim.

A Claims Documentation Form, furnished by the Department, shall be completed by the Contractor and
submitted to the Area Engineer after completion of the work on which the claim is based. The Claims
Documentation Form shall be completed within 120 calendar days after completion of the work unless an
extension is granted, in writing, by the Area Engineer.

Section 5.17 — Page 30 — Delete the last three paragraphs of this section and replace with the following five paragraphs:

Claims which are properly submitted, but which are not approved will be automatically escalated to the next
higher authority level within the Department for review. The Secretary of Transportation has final resolution
authority on all submitted claims.

Claims may be submitted by the Department to a third-party claim investigator for further review and
investigation. The report prepared by the claim investigator shall not be shared with the Contractor, nor shall the
report be used in subsequent administrative or legal proceedings. Failure to fully cooperate with the third-party
investigator may result in denial of the claim. After the Secretary of Transportation receives the report, the parties,
by mutual agreement, may initiate a non-binding mediation to attempt to resolve the claim.
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If the claim is determined completely or partially valid, those portions determined valid, plus interest computed at
the rate of 9.25% per annum for the time period between the date of final project acceptance and the date the
claim was resolved, will be paid.

If a claim is determined completely or partially valid in a subsequent proceeding in circuit court and pre-judgment
interest is awarded by the court on all or a portion of the judgment, that interest shall be computed at the rate of 9.25%
per annum.

Nothing in this section shall be construed as establishing any claim contrary to the terms of Section 4.2.

Section 7.14 — Page 39 — Delete this section and replace with the following:

7.14

RESPONSIBILITY FOR DAMAGE CLAIMS - The Contractor shall hold harmless and indemnify the
Department, its officers and employees, from all suits, actions, or claims of any character brought because of any
injuries or damages received or sustained by any person, persons or property arising from the operations of the
said Contractor; or on account of or in consequence of any neglect in safeguarding the work; or through use of
unacceptable materials in constructing the work; or because of any act or omission, neglect, or misconduct of said
Contractor; or because of any claims or amounts recovered from any infringements of patent, trademark, or
copyright; or from any claims or amounts arising or recovered under the "Workmen's Compensation Act", or any
other law, ordinance, order, or decree; and so much of the money due the said Contractor under and by virtue of
his contract as may be considered necessary by the Department for such purpose may be retained for the use of
the State; or in case no money is due, his surety may be held until such suit or suits, action or actions, claim or
claims for injuries or damages as aforesaid shall have been settled and suitable evidence to that effect furnished to
the Department; money due the Contractor will not be withheld when the Contractor produces satisfactory written
confirmation from its insurer that adequate public liability insurance and property damage insurance providing
coverage for such particular clams as may be made is in force; a copy of a certificate of insurance, without further
confirmation of coverage for the particular claim being made, will not be sufficient to satisfy the requirement of
written confirmation.

Section 7.15 — Page 40 — Delete the first sentence and replace with the following:

7.15

LIABILITY INSURANCE - The Contractor shall procure and maintain at the Contractor’s expense, during
duration of the Contract, liability insurance with an insurance company authorized to do business in the state of
South Dakota, for damages imposed by law.

Section 8.6 A — Page 48 — Delete the first paragraph on page 48 and replace with the following:

If for reasons beyond the Contractor's control the work cannot be completed within the contract time as specified
or as extended according to the provisions of this section, the Contractor may make a written request for an
extension of contract time. The written request shall be made at any time prior to the expiration of the contract
time as extended. The Contractor’s time extension request shall set forth the reasons which will justify an
extension of time.

A Time Extension Request Form, furnished by the Department, shall be completed by the Contractor and
submitted to the Area Engineer. If the written request was properly filed in accordance with the requirements of
this section, the time extension request will be forwarded through the proper channels, to the Secretary of
Transportation for final resolution.

The Time Extension Request Form shall be fully completed and will contain the following:

1. A narrative justification citing the basis for the time extension.

2. A statement of the amount of extra compensation, including liquidated damages, incentive, or disincentive
associated with the time extension.

3. Assigned and notarized statement that the information furnished is true and fully documented.

4. Permission for the Department or its authorized representative to examine all Contractor records concerning
this time extension request.
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The Secretary of Transportation may submit the time extension request to a third-party investigator for further
review and investigation. The report prepared by the investigator shall not be shared with the Contractor, nor shall
the report be used in subsequent administrative or legal proceedings. Failure to fully cooperate with the third-party
investigator may result in denial of the time extension request. After the Secretary of Transportation receives the
report, the parties, by mutual agreement, may initiate a non-binding mediation to attempt to resolve the time
extension request.

Section 8.6 A — Page 48 — Delete the first sentence of the second to last paragraph and replace with the following:

If the Secretary of Transportation finds that the work was delayed because of conditions beyond the control and
without the fault of the Contractor, the Secretary may extend the time for completion in such amount as the
conditions justify.

Section 8.6 B — Page 50 — Delete the second paragraph on page 50 and replace with the following:

If for reasons beyond the Contractor's control the work cannot be completed within the contract time as specified
or as extended according to the provisions of this section, the Contractor may make a written request for an
extension of contract time. The written request shall be made at any time prior to the expiration of the contract
time as extended. The Contractor’s time extension request shall set forth the reasons which will justify an
extension of time.

A Time Extension Request Form, furnished by the Department, shall be completed by the Contractor and
submitted to the Area Engineer. If the written request was properly filed in accordance with the requirements of
this section, the time extension request will be forwarded through the proper channels, to the Secretary of
Transportation for final resolution.

The Time Extension Request Form shall be fully completed and will contain the following:
1. A narrative justification citing the basis for the time extension.

2. A statement of the amount of extra compensation, including liquidated damages, incentive, or disincentive
associated with the time extension.

3. Asigned and notarized statement that the information furnished is true and fully documented.

4. Permission for the Department or its authorized representative to examine all Contractor records concerning
this time extension request.

The Secretary of Transportation may submit the time extension request to a third-party investigator for further
review and investigation. The report prepared by the investigator shall not be shared with the Contractor, nor shall
the report be used in subsequent administrative or legal proceedings. Failure to fully cooperate with the third-party
investigator may result in denial of the time extension request. After the Secretary of Transportation receives the
report, the parties, by mutual agreement, may initiate a non-binding mediation to attempt to resolve the time
extension request.

Section 8.6 B — Page 51 — Delete the last sentence of the second to last paragraph and replace with the following:

If the Secretary of Transportation finds that the work was delayed because of conditions beyond the control and
without the fault of the Contractor, the Secretary may extend the time for completion in such amount as the
conditions justify. The extended time for completion shall then be in full force and effect the same as though it
were the original time for completion.

Section 9.4 — Page 61 — Delete and replace with the following:

9.4

COMPENSATION FOR ALTERED QUANTITIES - When the accepted quantities of work vary from the
estimated quantities in the Contract, the Contractor shall accept as payment in full, payment at the original
contract unit prices for the accepted quantities of work. Allowance will not be made for increased expense,
except as provided in Section 4.2. Allowance will also not be made for loss of expected reimbursement or loss of
anticipated profits.
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Section 9.5 D — Page 62 — Delete the first paragraph of this section and replace with the following:

D. Equipment: For machinery or special equipment including fuel and lubricants, plus transportation costs,
authorized by the Engineer, the Contractor shall be paid in accordance with the provisions and rates set forth
in the South Dakota Equipment Rental Rates Book which is currently established as the “Rental Rate Blue
Book” published by EquipmentWatch, a division of Penton Business Media Inc. For purposes of
determining an hourly rate, the monthly rate divided by 176 shall be used. This rate will be adjusted for
regional factors, age and operating expenses as set forth in the “Rental Rate Blue Book”.

Section 9.7 — Page 64 — Add the following sentence to the end of the second to last paragraph:
Progress payments shall not constitute acceptance of the work.
Section 9.9 — Page 65 — Delete the last sentence of the last paragraph and replace with the following:

Interest will accrue at a rate of 9.25% per annum for the time period after the noted 120 days until final payment
is made.

Section 9.12 — Page 66 — Delete and replace with the following:
9.12 THIS SECTION INTENTIONALLY LEFT BLANK
Section 120.2 A — Page 73 — Delete and replace with the following:

A. Unclassified Excavation: All materials except those classified as rock excavation, unclassified/rock
excavation, muck excavation, option borrow excavation, contractor furnished borrow, or borrow unclassified
excavation encountered during the construction of the work, regardless of their nature or manner in which
they are removed, will be considered unclassified excavation.

Section 120.2 — Page 73 — Add the following to the end of this Section:

I.  Option Borrow Excavation: Material, furnished by the State, from a pit or other source. The Contractor
may use this material at his option.

J. Contractor Furnished Borrow: Material, furnished by the Contractor, from a pit or other source.

K. Borrow Unclassified Excavation: Material, furnished by the State, from a pit or other source. The
Contractor must use this material.

Section 120.3 — Page 74 — Delete the fifth paragraph and replace with the following:
The subgrade shall be finished to within minus 0.04 feet (13 mm) to plus 0.08 feet (25 mm) from the design grade
and typical section shown in the plans and to within £0.5 percent of the typical section cross slope. The quarter
crown within any 12 foot (3.6 m) transverse length shall not exceed 0.04 feet (13 mm) when measured with a
straight edge, stringline, or by other suitable equipment.
Section 120.3 B.3.a — Page 77 — Delete the fifth paragraph and replace with the following:
Density shall be determined in accordance with SD 105 (AASHTO T 191), SD 106, or SD 114 (AASHTO T 310).
Section 120.3 B.3.a — Page 78 — Add the following sentence to the end of the second to last paragraph:

If the material does not contain enough fines to allow for conventional density testing (SD 105 or SD 106), the material
shall be compacted as specified for A-2-4(0) and A-3 soils.

Section 120.4 — Page 79 — Add the following to the end of this Section:
I.  Borrow Unclassified Excavation: Borrow unclassified excavation will be measured in its original position

by cross sectioning. Volumes will be computed in cubic yards (cubic meters) by the average end area
method.
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Original cross sections will be taken prior to removal of any material and final sections will be taken
following replacement of topsoil. Salvaged topsoil which is stockpiled from the borrow sources will be
included as borrow unclassified excavation.

The quantity of topsoil stockpiled and respread on borrow sources will be determined by measuring the
stockpiles prior to removal of the material from the stockpiles.

Section 120.5 — Page 81 — Add the following to the end of this Section:

I.  Borrow Unclassified Excavation: Borrow unclassified excavation will be paid for at the contract unit price
per cubic yard (cubic meter). Payment will be full compensation for excavation and furnishing the material
on the project, construction and compaction of embankments, shaping of slopes, finishing of surface,
completion of subgrade, shoulders, and roadway, and maintenance, and for furnishing materials (except
topsoil), labor, and incidentals required for restoration of the pit.

Topsoil which is stockpiled from the borrow source will be respread and paid for at the contract unit price per
cubic yard (cubic meter) of borrow unclassified excavation and placing topsoil.

Section 120.5 F — Page 82 — Delete the last sentence and replace with the following:

Topsoil, seed, fertilizer and mulch for the restoration of the pit shall be incidental to the unit price per cubic yard (cubic
meter) of contractor furnished borrow.

Section 210.3 — Page 85 — Delete the second to last paragraph and replace with the following:

The subgrade shall be finished to within minus 0.04 feet (13 mm) to plus 0.08 feet (25 mm) from the design grade
and typical section shown in the plans and to within £0.5 percent of the typical section cross slope. The quarter
crown within any 12 foot (3.6 m) transverse length shall not exceed 0.04 feet (13 mm) when measured with a
straight edge, stringline, or by other suitable equipment.

Section 260.3 A — Page 93 - Delete the first paragraph and replace with the following:

A. Subbase and Base Course: Roadway shaping shall be performed in accordance with Section 210.3 B prior
to placement of the material.

Section 260.3 A — Page 94 - Delete the last paragraph and replace with the following:

Recycled Portland cement concrete pavement used as a granular base material shall not be used for Base Course,
Salvaged Base Course, or in areas where drainage fabric, edge drains, or other similar drainage systems are
present.

Section 270.1 — Page 97 — Delete and replace with the following:
270.1 DESCRIPTION

This work consists of salvaging, processing, and stockpiling salvaged material from the existing roadway.
Salvaged material shall consist of granular material, asphalt concrete mix material, or asphalt mix and granular
base material.

Section 270.2 — Page 97 — Delete the first sentence of this section and replace with the following:
Salvaged material shall be processed to provide a nominal one inch (25 mm) maximum size.
Section 270.3 A — Page 97 — Delete and replace with the following:

A. Processing: The salvage material shall be moved and loaded in a manner that minimizes waste and avoids
contamination of the salvage material with underlying subgrade soil. Scrapers shall not be used for the
removing or loading operations, but may be used to haul the material. Processing and blending may be
accomplished in place, provided the Contractor's method meets the blending and gradation requirements and
has positive depth control. Salvaging of material shall not exceed two miles (3.2 kilometers) in advance of
the grading operation, unless otherwise directed.
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Asphalt concrete mix and granular material shall be processed and stockpiled together so that a uniform
blend is obtained. The material shall be moved toward the center of the road, to the extent necessary to
ensure that salvage material is not lost down inslopes.
Section 270.4 — Page 97 — Delete the first paragraph of this section and replace with the following:
Salvage and stockpile asphalt mix material, salvage and stockpile asphalt mix and granular base material, and
salvage and stockpile granular material will be measured to the nearest 0.1 ton (0.1 metric ton) or 0.1 cubic yard
(0.1 cubic meter) at the time it is hauled to the road.
When less than 5000 tons (4500 metric tons) of salvaged material is required on a project, the material may be
measured in a stockpile and converted to tons (metric tons) using a factor of 1.5 tons per Cu. Yd. (1.78 metric tons per
cubic meter), in lieu of weighing the material. Alternate measurement techniques may be allowed if agreed upon by
the Contractor and Engineer prior to salvaging operations commencing.
Section 270.5 — Page 97 — Delete the first paragraph of this section and replace with the following:
Salvage and stockpile asphalt mix material, salvage and stockpile asphalt mix and granular base material, and
salvage and stockpile granular material will be paid for at the contract unit price per ton (metric ton) or cubic yard
(cubic meter). Payment will be full compensation for work required to salvage, process, haul, and stockpile the
material.
Section 320.3 B.1 — Page 103 — Delete the first sentence of the fourth paragraph and replace with the following:

Burner fuel used for production of asphalt concrete shall be propane, butane, natural gas, Grade 1 fuel oil, Grade
2 fuel oil, Grade 4 fuel oil, Grade 4 (light) fuel oil, Grade 5 (light or heavy) fuel oil, or Grade 6 fuel oil.

Section 320.3 B.1 — Page 103 — Add the following to the end of the seventh paragraph:
An accurate thermometer must be installed in the tank so the temperature can be monitored.

Section 320.3 B.4 — Page 104 — Delete the third sentence of the first paragraph.

Section 320.3 B.4 — Page 105 — Delete the last sentence of the third paragraph and replace with the following:
The system shall be capable of manually controlling the transverse slope and the screed height.

Section 320.3 B.5 — Page 105 — Delete the last sentence of the first paragraph and replace with the following:
The rollers shall be capable of being reversed smoothly, without shoving or tearing the asphalt concrete.

Section 320.3 C.3.d — Page 106 — Delete and replace with the following:

d. A one-gallon (four liter) sample of asphalt binder intended for use shall be obtained from the designated supplier
for the project.

Section 320.3 D — Page 107 — Delete the last sentence of the fifth paragraph and replace with the following:

A water spray system must be installed at the discharge end of the pug mill. This water system must be used when
directed by the Engineer to prevent fugitive lime dust from being released into the air.

Section 320.3 E — Page 107 — Add the following after the fourth sentence in the first paragraph:
No material shall be used which could adversely affect the asphalt concrete.
Section 320.3 F — Page 107 — Add the following new paragraph after the first paragraph:

Surfaces which have been primed with cutback asphalt shall be allowed to cure for a minimum of 72 hours prior to
being overlaid with asphalt concrete.
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Section 320.3 F — Page 107 — Add the following to the end of the third paragraph:

In lieu of a self-propelled paver, asphalt concrete may be placed by a shouldering machine on shoulders less than
6 feet (2 m) in width.

Section 320.3 F — Page 110 — Delete the first paragraph at the top of Page 110 and replace with the following:
Irregularities shall be corrected before the temperature of the asphalt mix drops below 175° F (80° C). The
longitudinal profile can only be improved by using a grinder with diamond blades mounted on a horizontal shaft
and when approved by the Engineer. Areas that have been ground shall not be left smooth or polished, but shall
have a uniform texture equal in roughness to the surrounding unground asphalt concrete. Grinding shall be day
lighted to the outside edge of the pavement. Ground surfaces shall be flushed sealed. Under no circumstances
shall operations continue when it becomes evident final rolling is not producing a smooth, uniform, compacted
surface free from roller marks and other irregularities.

Section 320.4 A — Page 111 — Add the following after the first sentence:

Quantities of asphalt binder in excess of the asphalt content listed on the job mix formula plus 0.3% tolerance will
not be accepted for payment.

Section 320.4 E — Page 112 — Add the following after the first sentence:

Quantities of hydrated lime in excess of the lime content listed on the job mix formula plus 0.1% tolerance will
not be accepted for payment.

Section 320.5 C — Page 112 — Add the following sentence to the end of the paragraph:

Payment will be full compensation for all labor, equipment, materials, and all other items incidental to sampling
and repair of the sample locations to the satisfaction of the Engineer.

Section 321.3 B — Page 113 — Delete and replace with the following:
B. Density: The minimum density requirement shall be 92 percent of the maximum specific gravity of the test
specimens prepared in the field in accordance with SD 312. The compacted density of asphalt concrete shall
be determined according to SD 311.
Section 324.5 — Page 115 and 116 — Delete the last sentence and replace with the following:
When required, the following shall also be included in the contract unit price per ton (metric ton) for Asphalt Concrete
Composite: Asphalt for Prime MC-70, Blotting Sand for Prime, Asphalt for Flush Seal SS-1h or CSS-1h, Sand for
Flush seal, Hydrated Lime, equipment, labor and incidentals necessary.
Section 330.2 — Page 121 — Add the following to the end of this section:
D. Sand for Fog Seal: Section 879
Section 330.3 A.2.b — Page 121 — Add the following paragraph after the second paragraph:

Surfaces primed with cutback asphalt shall be allowed to cure for a minimum of 72 hours prior to being overlaid with
asphalt concrete.

Section 350.2 — Page 127 — Delete this section and replace with the following:
The sealant shall conform to the requirements of ASTM D-6690 Type IV.
The sealant material shall have a unit weight no greater than 9.35 Ibs./gal (1124 kilograms per cubic meter).

Only products that meet the above requirements and have performed satisfactorily based on Department analysis
may be used. A listing of acceptable products meeting ASTM D-6690 Type IV requirements may be obtained
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from the Department's Approved Products List. Products on the Approved Products list for Joint Sealant for
Asphalt Over Long Jointed Concrete Pavement may also be used.

The blocking medium shall be an inert, compressible material, which is compatible with the sealant.
Section 360.3 B.3 — Page 131 — Delete the last sentence of this section:
Section 380.2 — Page 139 — Add the following to the end of this section:
L. Epoxy Resin Adhesive: Epoxy resin adhesive shall be of the type intended for horizontal applications, and shall
conform to the requirements of ASTM C 881, Type IV, Grade 3 (equivalent to AASHTO M235, Type IV, Grade
3).
Section 380.3 E — Page 146 — Delete the second sentence and replace with the following:
Truck mixing will be permitted only when approved by the Engineer.
Section 380.3 E — Page 146 — Delete the fifth paragraph and replace with the following:
When a concrete batch is transported in a truck mixer or agitator and the batch is smaller than 60 percent of the
rated capacity of the truck mixer or agitator, the following percentage of additional cementitious material at the

same proportions as listed on the mix design shall be added to the batch:

Section 380.3 E — Page 146 — Delete the paragraph below the table at the top of page 147 and replace with the
following:

The above provisions regarding additional cementitious material shall also apply to the mixing of small batches in
central plants. Additional cementitious material will not be required when the small batch is mixed in a drum that
is sufficiently coated with mortar to withstand the loss of cementitious material. Sufficient mortar coating, as
determined by the engineer, may include mortar coating the drum from a previously mixed batch during
continuous mixing operations. Additional cementitious material will be required if more than 30 minutes has
passed from the mixing of the previous batch, if the drum has been cleaned following the previous batch, or if the
mortar coating the drum has been disturbed following the previous batch.

Section 380.3 E.2 — Page 147 — Delete the second sentence of the second paragraph and replace with the following:

When approved by the Engineer, additional water or cement may be added to the batch after completion of the
original mixing, in which case the batch shall be mixed an additional 30 revolutions at mixing speed.

Section 380.3 M.2 — Page 151 — Delete the first sentence of the last paragraph and replace with the following:

The Contractor shall load test five percent of the first 500 tie bars that are drilled and epoxied in place.

Section 380.3 N.6 — Page 153 — Delete this section and replace with the following:

6. Final Finish: Before the concrete has attained its initial set, the surface shall be given a final finish with a
carpet drag drawn over the surface in a longitudinal direction. The drag shall be mounted on a bridge and
shall be sized so that a strip of the carpet at approximately two feet (600 mm) wide is in contact with the
pavement surface while the drag is operated.

The condition of the drag shall be maintained so the resultant surface is of uniform appearance with
corrugations approximately 1/16 inch (2 mm) in depth. Drags shall be maintained clean and free of
encrusted mortar. Drags that cannot be cleaned shall be discarded and replaced.
The carpet shall meet the following requirements:

Facing Material - Molded polyethylene pile face

Blade Length -7/8", £1/8" (22 mm, £3 mm)

Total Fabric Weight - 70 oz. per square yard min.
(2.37 kg per square meter min.)
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The backing shall be of a strong, durable material, not subject to rot, which is adequately bonded to the
facing.

Plain Jointed concrete pavement shall be either longitudinally or transversely tined as specified in the plans.
Continuously reinforced concrete pavement shall be longitudinally tined.

a. Transverse Tining: Immediately following the carpet drag, the surface of the concrete pavement shall
be given a transverse metal-tine finish with a separate self-propelled mechanical device. The metal-tine
finish shall provide a groove width of 1/8" and a groove depth of 3/16 inch (5 mm) £ 1/16 inch (2 mm).
The spacing between the individual tines shall meet the following:

Inches (ten foot tining rake)

2-5/16, 2-15/16, 1-1/4, 2-7/16, 2-1/16, 1-1/4, 13/16, 1, 1-5/16, 1-1/8, 2-5/16
2-1/2,  2-7/8, 2-3/4, 1-1/8, 2-3/4, 2-1/8, 1-15/16, 13/16, 7/8, 2-5/8, 3-1/16
3-1/16, 7/8, 9/16, 9/16, 1-5/8, 2-3/8, 1, 1-1/4, 1-9/16,  2-15/16, 1-1/8
1-15/16, 2-3/16, 2, 2-13/16, 1, 2-11/16, 13/16, 1-7/8, 9/16, 2-5/16, 1-7/8
2-1/2, 1-5/16,  3-3/16, 1-3/8, 15/186, 718, 1-5/8, 9/16, 1-3/4, 2-718, 3
1-5/8, 1-5/8, 7/8, 9/16, 5/8, 2-13/16, 1-5/8, 2-7/16, 13/16, 1-1/4, 11/16
2-3/4, 2-5/16, 1-1/8

Millimeters (3 meter tining rake)

58, 74, 31, 62, 53, 32, 21, 26, 33, 28, 59
64, 73, 70, 29, 70, 54, 49, 20, 22, 67, 78
77, 23, 15, 15, 41, 60, 25, 32, 39, 75, 28
50, 55, 51, 72, 25, 69, 21, 47, 15, 59, 47
64, 34, 55, 35, 24, 22, 42, 14, 45, 73, 76
41, 41, 22, 15, 16, 71, 41, 62, 21, 31, 17
70, 58, 29

Successive passes of the tining shall not overlap.

Each location, where transverse joint saw cuts are to be made, shall be protected from tining by covering
with a metal strip from four inches (100 mm) to six inches (150 mm) or by other methods that produce
acceptable results.

Brooming may be used on irregular areas in lieu of the carpet drag and tine finish. The broom shall be
drawn transversely across the pavement with adjacent strokes slightly overlapping.

Brooming shall be uniform in appearance and shall produce grooves 1/16 inch (2 mm) deep. Texturing
shall be completed while the concrete surface can be broomed without being torn or unduly roughened
by the operation.

The finished surface shall be free from rough and porous areas, irregularities, and depressions resulting
from improper handling of the broom.

b. Longitudinal Tining: Immediately following the carpet drag, the surface of the concrete pavement
shall be given a longitudinal metal-tine finish with a wire broom or comb attached to a separate self-
propelled mechanical device.

Transverse joints shall not be protected from longitudinal tining, the tining shall